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Check the Xport Network Card Version (Optional) A’ber

1. Check the Xport Network Card Version (Optional)

Use this guide to upgrade the firmware in the following supported network cards:
e Xport-04
e Xport-05

To check the network card version, follow these steps:
1. Click Start, All Programs, Accessories, then Command Prompt. The Administrator Command
Prompt window appears.
2. Access the Telnet connection by entering C:\>telnet followed by the IP address (##t#.4#.4#.## ) of the
monitor and then type 9999; for example, C:\>telnet 192.168.1.2 9999 (If you do not know the IP
Address of the network card, refer to section 2, steps 1 through 4 to set the IP Address.)

EX Administrator: Command Prompt |ﬂlﬁ

Microszoft Windows [Uerszion 6.1.760811
Copuyright <c) 200? Microsoft Corporation. All rights reserved.

C:sUserssmsalokar>Telnet 172.168.1.2 9999

4 1) 2

Figure 1 — Accessing Telnet Card

Note: Windows 7 and above does not come with Telnet installed by default. Telnet must be
manually installed before proceeding. Refer to section 2, steps 5 through 8 to get it installed.

3. Check to verify that you have either a Xport-04 or Xport-05 network card. If you have a Xport-05
network card it will display CPK6802p1_XPTO05. Otherwise if you have a Xport-04 card it will display
CPK6802p1_XPTEX.

& Telnet 10.203.123.45 o (||

=% Lantronix Demo Servepr e«
MAC address BB8BA3F1D3ES
Software version U3.33.81 <148982> CPE6BA2pl_HPTAS

Prezs Enter for Setup Mode

Connection to host lost.

Figure 2 — Verifying Telnet Card
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2. Upgrading the Firmware on the Xport-04 and Xport-05
Network Interface Card

The Xport-04 and Xport-05 network firmware upgrades are installed using TFTP commands. For ease of upgrades,
these commands are executed from a batch file. Please contact your Alber service representative to obtain the
latest upgrade files.

Note: On this example, all required firmware files and “upload” batch file were copied to a folder named
“UXIM/UXTMWebFirm” and the network address of the Xport device was set to: 192.168.1.2. A direct connection
was made between the PC and Xport using a crossover network cable.

To update the UXIM/UXTM network firmware, follow these steps:
1. Connect the computer and the UXIM/UXTM device using a USB cable.

2. Connect to the UXIM/UXTM device through the USB connection type.

@- Connecting to Monitor

Trust Your Batteries -

9 USB ® Network # Advanced

"C-:Jnnectzjn Type

—
Connect to Monitor

Figure 3 — Connecting to the UXIM/UXTM to the Monitor Using USB

3. Browse to the Network tab and set the IP Address to 192.168.1.2.

Note: Write down the current IP address as this will need to be restored upon completion of the upgrade in
step 14.
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[ UXTM Configurator

File  Help
§ P vide Tree @ Reset Ala

e
Site Information

-4 Discharge Events

[
i Toals

L E Sl 255.255.255.0 v

Port number: 10001

| 1 Get hardware status Alarm Alarm Auto Disable: 00:00:00

Figure 4 — Connecting to the UXIM/UXTM to the Monitor using the Network Settings

4. Setup the UXIM/UXTM and the computer used for programming to the same network. To do this, configure
the workstation’s Local Area Network connection as shown in the window below so that the UXIM/UXTM will
be on the same network when connection is made with the crossover network cable. For more information
on changing the TCP/IP settings refer to http://windows.microsoft.com/en-US/windows-vista/Change-
TCP-IP-settings.

Note: Write down the current IP address as this will need to be restored upon completion of the upgrade in
step 15.

Internet Protocol (TCP/IP) Properties

- =
Wou can get IF settings assigned automatically i your network supports
this capabity

Otherwise. you need to ask your network adminestrator fior
tha approprate 1P settings.

{7y Obtain an IF address automaticaly
{=) Usa the following IP addness:

IP address: [182 88 1 5 |
Subnet mask: [285 285 255 0
Defauk gateway: [132 182 1

{#) Use the following DNS server addressss:
Predamed DNS server [
Aremate DNS sarver

[ ok ][ camea |

Figure 5 — Connecting to the UXIM/UXTM to the Monitor Using the TCP/IP Properties
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Windows 7 Users only (If not a Windows 7 user skip to step 10 in this procedure)
For Windows 7 users, follow these steps to enable the TFTP client and Telnet client.
5. Go to Control Panel\All Control Panel Items and double click on the Programs and Features option

6. Click Turn Windows Features On or Off option in the left hand pane.

g ‘Control Panel\All Control Panel Items\Programs and Features

-|5|x|

6(7)v ‘f._‘ + Control Panel - Al Control Panel Items ~ Programs and Features

a

- 5 I Search Programs and Features

File Edit View Tools Help

Control Panel Home

View installed updates

& Tum Windows features on or off

Instal a prograffifrom the network Organze iEE T 9
Name IvI Publisher IvI Installed On |v| Size I'I Version AI
| Microsoft Visual C++ 2008 Redistributable - x64 9.0.30729.17 Microsoft Corporation 6/6/2011 788 KB 9.0.307%
M| Microsoft Visual C++ 2008 Redistributable - x64 9.0.30729.6161 Microsoft Corporation 8/10/2011 788 KB 0.0.307:
W | Microsoft Visual C++ 2008 Redistributable - x86 9.0.30729.17 Microsoft Corporation 6/6/2011 596 KB 9.0.307:
8 | Microsoft Visual C++ 2008 Redistributable - x86 9.0.30729.6161 Microsoft Carporation 8/10/2011 600 KB 9.0.307:
B | MSXML 4.0 SP2 (KB273688) Microsoft Carporation 8/11/2011 1.34 MB 4.20.98)
-@GZM\UD Flash Memory Card Windows Driver 02Micro International LTD. 6/6/2011 4.99 MB 3.0.07.2
-@Renesas Electronics USB 3.0 Host Controller Driver Renesas Electronics Corporation 6/6/2011 1.00 MB  2.0.30.0
esnaglt 8 Techsmith Corporation 8/9/2011 27.5MB 8.2.2
m Stellar Phoenix Word Recovery Stelar Information Systems Ltd. 12/1/2011 11.9MB 4.1.0.0
A& Symantec Endpoint Protection Symantec Corporation 8/3/2011 636 MB  11.0.62(
W | SYSPRO 6.0 Issue 010 5P2 SYSPRO 8/17/2011 6.0.011
M TestLog V3.0 buid 1028 PassMark Software 8/17/2011
| TestTrack Pro 8/24/2011
U WIDCOMM Bluetooth Software Broadcom Corporation 6/6/2011 183 MB 6.3.0.69
%W\ndnws Driver Package - Dell Inc. PBADRV System (09/11/2009 1.0.... Del Inc. 8/2/2011 09/11/21
%W\nduws Driver Package - FTDI CDM Driver Package (10/22/2009 2.06.... FTDI 12/16/2011 10/22/21
%W\ndows Driver Package - FTDI CDM Driver Package (10/22/2009 2.06.... FTDI 12/16/2011 10/22/21
' WinRAR archiver 8/11/2011
::{_\anm 15.5 WinZip Computing, S.L. 8/3/2011 36.6 MB 15.5.94¢__|

Uninstall or change a program

To uninstall a program, select it from the list and then click Uninstal, Change, or Repair.

4]

o

Currently installed programs Total size: 2.67 GB
"J "_‘ 71 programs installed

Figure 6 — Turning Windows Features on for the UXIM/UXTM Monitor

7. Place a check mark in the TFTP client and Telnet client option and click OK

Turn Windows features on or off

To turn a feature on, select its check box. To turn a
faature off, clear its check box. A filed box means that

only part of the feature is turned on.

NEE
2]

Telnet Server
TFTP Client
vindows Gad

windows Process
Windows Restore
Windows Search

52|

Platform

Utili

vation Service

OEROREO

Windows TIFF IFitter

o |

Figure 7 — Setting Windows Features for the UXIM/UXTM to the Monitor

”
o

Cancel |

F

8. A window appears with a progress bar. Once this window disappears, the TFTP client and Telnet client has
been installed.

9. Create a new folder called “UXIM/UXTMWebFirm” on the root of the C:\ directory and copy all the upgrade
files to the folder just created.
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10. Right click the Upload.bat file located at the UXIMUXTM folder in “C:\UXIM_UXTMWebFirm” and click Edit. It
will open a notepad window displaying the upload TFTP commands. Change the IP Addresses from
XXX XXX XXX XXX to 192.168.1.2 (if you know the cards IP Address, enter that number) as shown on the
figure on the next page.

NEE
File Edit Format  wiew Help

TFTP -1 192.168.1.2 PUT web6.cob WEB6 -]
TFTP -i 192.168.1.2 PUT web4.cob WEB4

TFTP -1 192.168.1.2 PUT web3.cob WEB3

TFTP -i 192.168.1.2 PUT web2.cob WEB2

TFTP -1 192.168.1.2 PUT webl.cob WEB1

TFTP -1 192.168.1.2 PUT xptex.rom X5

K H

Figure 8 — Connecting to the UXIM/UXTM to the Monitor using TFTP Command Addresses

11. On the workstation, open the Command Prompt window by typing cmd in the run command box and
navigate to the folder containing the network card firmware and batch files, for example enter:
C:\>cd UXIM/UXTMWebFirm

Note: The batch and firmware files must be in same folder location.

12. Type the name of the batch file “upload” and press Enter. The commands will be shown on the screen and
the files will load with a “transfer successful” message as shown below.

C:\>cd UXIM/UXTMWebFirm

C:\UXIM/UXTMWebFirm>upload

C:\UXIM/UXTMWebFirm>TFTP -i 192.168.1.2 PUT web6.cob WEB6
Transfer successful: 26589 bytes in 3 second(s), 8863 bytes/s
C:\UXIM/UXTMWebFirm>TFTP -i 192.168.1.2 PUT web4.cob WEB4
Transfer successful: 47194 bytes in 5 second(s), 9438 bytes/s
C:\UXIM/UXTMWebFirm>TFTP -i 192.168.1.2 PUT web3.cob WEB3
Transfer successful: 60041 bytes in 7 second(s), 8577 bytes/s
C:\UXIM/UXTMWebFirm>TFTP -i 192.168.1.2 PUT web2.cob WEB2
Transfer successful: 59536 bytes in 8 second(s), 7442 bytes/s
C:\UXIM/UXTMWebFirm>TFTP -i 192.168.1.2 PUT web1.cob WEB1
Transfer successful: 59797 bytes in 7 second(s), 8542 bytes/s
C:\UXIM/UXTMWebFirm>TFTP -i 192.168.1.2 PUT xptex.rom X5
Transfer successful: 131072 bytes in 15 second(s), 8738 bytes/s
C:\UXIM/UXTMWebFirm>
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13.

14,

15.
16.

Check the installation by establishing a browser connection to the IP address of the UXIM/UXTM set in step 3
and confirm that the Web page displays and the correct version appears in the UXIM/UXTM Unit Information
window under Firmware Version. The upgrade is now complete.

When logging into the UXIM/UXTM Web application, you must to enter both a password and a user name
where previously, only a password was required in the previous version. You must know the old password
from when the prior upgrade/update was done. Important: The old password will remained intact and will
not reset to the default password. The default user name is “admin” and the default password is “alber”.

Note: Check the firmware revision level by opening the Version.txt file in UXIM/UXTMWebFirm folder. This
will give you the reference to the version number that is known prior to update. Or, check the version of the
firmware in the UXIM/UXTM before performing the update. Verify that the Version changed on completion
of the update.

Restore the UXIM/UXTM Network settings noted in step 3 on your system after the upgrade is complete.

Be sure to revert your computer network settings to automatically obtain an IP Address or the IP address
noted in step 5 as shown in the window below. For more information on changing the TCP/IP settings refer to
http://windows.microsoft.com/en-US/windows-vista/Change-TCP-IP-settings

Internet Protocol Version 4 (TCP/IPv4) Prope ﬂﬂ

General | Alternate Configuration |

You can get IP settings assigned automatically if your network
supports this capability. Otherwise, you need to ask your network
administrator for the appropriate IP settings.

(& Obtain an IF address automatically‘;

—i~ Use the following IP address

[P address: I

Suhbrmet mask: I

Default gateways I

(a8 Obtain DNS server address automatically

(" Use the following DNS server addresses

Ereferred DS server: I

Alternate DNS server: I

[T | walidate settings upem exit Advanced... |
OK I Cancel |

Figure 9 — Setting up the Internet Protocol Version 4 TCP/IPv4 Properties to the UXIM/UXTM to the Monitor
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